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PAP

22

REPLACEMENT

Ø 44 mm
1.73 in

SMALL
BASKET

art.322201

Ø 83 mm
3.27 in

LARGE
BASKET

art.322202

Ø 34 mm
1.33 in

DART
BASKET
art.3225

WINTER
BASKET
art.3413 

( for art.3410, art.3411 
and art.3412)

POLE
TIP

art.3414 

2 min

100° C
(212° F)

glue
colla

TOP MID SEGMENTS

LOW SEGMENTS

FOLDED POLES:

C.A.M.P. SpA
Costruzione Articoli Montagna Premana 
Via Roma, 23 - 23834 Premana (LC) - Italy  

Tel. +39 0341 890117 - Fax +39 0341 818010

www.camp.it - contact@camp.it

INSTRUCTION MANUAL
MANUALE ISTRUZIONI
NOTICE D’INFORMATION

TOP MID AND LOW SEGMENTS

TELESCOPIC POLES (ALU FAST LOCK):

TELESCOPIC POLES (ROTATING LOCK):

LEASH ADJUSTMENT

L

dimensione foglio 440 x 290 mm

NON c’è art. di ricambio al momento tenere fuori dall’area di stampa



XENON POLES:

CORD TENSIONING:

STOP

FAST TENSIONING:

high low 

high 
medium 

low 

high medium low 

+ -

ADJUSTEMENT

FOLDED POLES:

125 cm

STOP

120 cm

115 cm

110 cm

MICRO REGOLAZIONE • MICRO-ADJUSTMENT
MICRO-AJUSTEMENT
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TELESCOPIC POLES (ALU FAST LOCK):

-

+

TELESCOPIC POLES (ROTATING LOCK):

dimensione foglio 440 x 290 mm

NON c’è art. di ricambio al momento tenere fuori dall’area di stampa
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